
特征 Features

精度±5%、±2%、±1%和±0.5% Tolerance ±5%,±2% ,±1% and ±0.5%

使用温度-65℃~170℃
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Size
Element

Material

Resistance

（mΩ）

Rthi

（℃/W）

D±0.1

（mm）

TCR

(ppm/℃)

P70 °C

（W）

5930

S 0.1 2 2.0 ±200 15

M

0. 2 3 1.5 ±100 15

0. 5 3.5 0.6 ±75 10

0.75 6 0.41 ±75 10

K/F

1 7 0.86 ±50 9

1.5 10 0.61 ±50 8

2 13 0.4 ±50 7

3 17.5 0.29 ±50 7

备注Note:  

1. 部分产品的温漂可低至20ppm/℃ 以内，参看ASHP系列。
The TCR of some products can be down to Ò20 ppm/℃，refer to ASHP Series .

TCR（ppm/℃）：Test conditions at 20℃~120℃.

分流贴片电阻-ASR系列
Alloy Shunt Resistors – ASR Series

降功率曲线 Power Derating

工作特性 Performance Data



+86-0755-26517682 yezhan@yezhan.com.cn http://www.yezhan.com.cn

脉冲曲线 Pulse curve

分流贴片电阻-ASR系列
Alloy Shunt Resistors – ASR Series
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耐久性测试 Endurance Test

Iterms Additional Requirements Reference Limits

Temperature 
Cycling

1000 Cycles(-55℃ to +125℃)
JESD22

Method JA-
104

±0.5%

High 
Temperature 

Exposure
100hrs.@T=170℃.Unpowered.

MIL-STD-202
Method 108

±0.5%

Biased 
Humidity

1000hrs 85℃/85%RH。Note:Specified
conditions:10% of operating power.

MIL-STD-202
Method 103

±0.5%

Operational 
Life

Condition D Steady State TA=125℃ at rated power.
MIL-STD-202
Method 108

±0.5%

Solderability 245℃±5℃,5s±0.5s J-STD-002C
95% Coverage 

Minimum

Vibration

5 g's for 20 min, 12 cycles each of 3 orientations.
Note: Use 8"X5" PCB .031" thick 7 secure points on 
one long side and 2 secure points at corners of
opposite sides. Parts mounted within 2" from any
secure point. Test from 10-2000 Hz.

MIL

-

0.5s

0.5%Limits0.5s
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Iterms Additional Requirements Reference Limits

Flame 
Retardance

1) Test current: 100%, 115%, 130%, 150% (rated 
current). 
2) Test duration: 1h.
The following constitutes a failure: 
1) A flame over 3.0 seconds duration; 
2) An explosion; 
3) A temperature above 350℃ sustained for over 
10 seconds.

AEC-Q200-
001 REV B

>10s for 350℃

Resistance to 
Solvents

1) Solvent a: 1 part (by volume) of isopropyl 
alcohol reagent grade and 3 parts (by volume) of a 
mixture of 80% (by volume) of kerosene and 20% 
(by volume) ethylbenzene. 
2) Solvent c: 9 parts (by volume) of D-limonene 
and 1 part of surfactant.
3) Solvent d: 42 parts (by volume) of water 1 part 
(by volume) of propylene glycol monomethyl ether 
1 part (by volume) of monoethanolamine.

MIL-STD-
202H Method 

215

There was no 
missing, faded, 

smeared, blurred, or 
shifted (dislodged) 

with the marks. There 
was no crack, 

separation, crazing, 
swelling, softening, 
degradation on the 

samples.

印字标识 Marking

R001  1%

R001：1mɋ阻值 Value     1%：±1%精度 Tolerance

0m45  1%

0m45：0.45mɋ阻值 Value     1%：±1%精度 Tolerance

包装 Packaging

Embossed plastic Tape Specifications                                                                                         (Unit：mm)

分流贴片电阻-ASR系列
Alloy Shunt Resistors – ASR Series
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